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SEAT BELT/IGNITION
KEY WARNING CIRCUIT
OPERATION

Seat Belt Warning

The Seat Belt Warning Light comes on for 4 to 8
seconds when the Ignition Key is turned to RUN or
START. The Warning Buzzer sounds for 4 to 8
seconds if the driver has not buckled his seat belt
before turning the Ignition Key to RUN or START.

igni

n Key Warning

The Ignition Key Warning Buzzer sounds when the
driver’s door is opened and the Ignition Key is
turned to OFF, LOCK (key not removed from lock
cylinder), or ACCESSORY position.

TROUBLESHOOTING

Seat Belt Warning

LIGHT AND BUZZER DON'T WORK

— To check Fuse, observe Brake Warning Light
during starting.

— Check for voltage at Seat Belt Timer/Buzzer in
circuit 39 (pnk/blk wire).

SEAT BELT BUZZER DOESN'T WORK

— Connect a wire from the Seat Belt Timer/Buzzer
in circuit 238 (blk wire) to ground and observe
operation of the light and buzzer.

Ignition Key Warning

KEY REMINDER BUZZER DOESN'T WORK

— Check for voltage at Key Reminder Buzzer in
circuit 40 (orn/blk wire).

— Connect wire from buzzer in circuit 80 (It grn
wire) to ground and observe buzzer sound.

— Replace buzzer.

One warning buzzer is used for both circuits. It is
located within the Buzzer Warning Unit. When
troubleshooting these circuits, remove the Buzzer
Warning Unit and test the wires in Connectors C 122
(2 wires) and C123 (4 wires).

Circuit 39 should read 12 volts with the Ignition Key
to START or ON position. Circuit 40 should read 12
volts at all times.

Circuit 150 should read zero ohms to ground at all
times.

Circuit 237should read less than 15ohms to ground.

Circuit 238 should read zero ohms to ground with
the driver’s seat buckle unbuckled.

Circuit 80 should read zero ohms to ground with the
Ignition Key in place and LH Door open.

Fig. 8A-37 — Stop/Haz and Gauges LP Fuses Location

COMPONENT LOCATION Figure
Buzzer Warning Unit ... Fuse panel . L 8A-38
Gauges Fuse ... Fuse panel . L 8A37
STOP/HAZARD Fuse Fuse panel . L 8A37
cimn Center console . 8A-%9
Stop Tight Switch:sswuviasmaeiiiis Near steering column above

brake: pedal s Ty T AR 8A-40

Ignition Key Alarm Switch .
LH Door Switch ...
C11s5

In steering column
LH door hinge pillar.............ccooeiiiiieos 8A-36
Fuse panel .
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Fig. 8A-38 — Buzzer Unit Installation (and Anti-Theft Installation)
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Fig. 8A-39 — Seat Belt Warning Harness and Fig. 8A-40 — Cruise Control Switch, Stop Light
Connector 170 Location Switch, and Connector 115 Location




