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CIRCUIT OPERATION

The Headlights are controlled by the Light Switch,
which has power to it at all times. The Headlights
come on only when the Switch is pulled out to the
last stop. The Light Switch contains a self-resetting
Circuit Breaker which protects only the Headlights
(the Park and Dome light circuits are protected by
their own fuses). The Circuit Breaker will trip open
when it overheats from an overload or short in the
circuits. It will then cool and re-close. If the over-
load remains. the power will **blink'* ON and OFF.
The Dimmer switch selects the Low Beam lights or
the High Beam lights and the Indicator Light.

COMPONENT LOCATION

TROUBLESHOOTING

HEADLIGHT CIRCUIT BREAKER CYCLES
— Check for short in Headlights.

— Check for short to ground in Headlight Dimmer
Switch.

MORE THAN ONE LIGHT IS OUT

— Check Front Light Grounds.

— Check connections at Headlight Dimmer Switch.

— Check for voltage at Lights and Headlight
Dimmer Switch.
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Fig. 84-17 — Connector C115 Location

Fig. 8A-18 — Connector C115 and C601 and
Light Switch Location
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VIEW A
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Fig. 819 — Headlight Switch Installation

RADIATOR SUPPORT

SIDE LIGHT MARKER

CLIP
PARKING LIGHT HARNESS FORWARD LIGHT HARNESS

Fig. 8A-20 — Headlight Installation (RH Side Shown, LH Side Similar)




