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[image: image2.jpg]8A-32 CLOCK/CIGAR LIGHTER/COURTESY LIGHTS

CIRCUIT OPERATION

Courtesy Lights

The Courtesy Lights are powered at all times
through the Ctsy Clk Fuse. There are three switches
within the LH Door Switch, all close to ground when
the door is opened. The .5 gauge wht wire controls
the Courtesy Lights. The .8 gauge It blu wire con-
trols the Anti-Theft Circuit (Page 8A-40). The .5
gauge tan wire is part of the key alarm circuit (Page
8A-37). The RH Door Switch contains two
switches. The .5 gauge wht wire controls the
Courtesy Lights and the .8 gauge It blu wire controls
the Anti-Theft Circuit (Page 8A-40).

Clock/Cigar Lighter
The Clock and Cigar Lighter are also powered from
the Ctsy Clk Fuse.

TROUBLESHOOTING

NEITHER COURTESY LIGHT WORKS WHEN A
DOOR IS OPENED
— Check the Ctsy Clk Fuse.

COMPONENT LOCATION
CLK LTR CTSY Fuse .
GAUGES Fuse
clis
cid .
Cigar Lighter

Courtesy Switch

Fuse panel .
. Fuse panel ;
Behind fuse panel .
Left instrument panel .
- Center console
. Door hinge pillar

— Connect a wire from C124 (wht wire) to ground
and observe Courtesy Lights. If lights work, re-
move ground wire and jiggle C124 to insure firm
connection.

DOME LIGHT DOESN'T WORK

— Turn Light Switch knob fully counterclockwise
and observe Courtesy Lights.

— Replace bulb.
— Check connections at C124 (orn and wht wires).

— Check for voltage at C124 in circuit 40 (orn wire).

CLOCK DOESN'T WORK

— Observe Glove Box Light and operation of Cigar
Lighter to check electrical wiring that is common
to the Clock.

— Check for voltage in circuit 140 at the Instrument
Panel Printed Circuit Connector (orn wire).
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Fig. 8A-29 — CTSY, CLK, and Gauges Fuses Location

Fig. 8A-30 — Connectors 115 and 124 Location
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Fig. BA-31 — Courtesy Light Installation Fig. 8A-32 — Cigar Lighter Installation
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Fig. 8A-33 — Glove Box Light Installation




