[image: image1.jpg]1980 Corvette courtesy lights with delay.
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CIRCUIT OPERATION

The Courtesy Light and Dome Light delay option is
added by connecting the Delay Timer to the 5 wire
connector on the right side of the instrument panel.
Power is supplied from the Ctsy Clk and Gauges
Fuses. The Interior Light Timer is an electronic
device. The interior lights turn on immediately
when either door is opened. The lights remain on for
30 seconds after both doors are closed, with IGNI-
TION OFF and will come on for 15 seconds when
the IGNITION is turned OFF with the doors
closed.

Entering The Car

When either front door is opened the interior lights
come ON. Closing the door energizes the Interior
Lights Timer which begins a 30 second countdown.
The interior lights stay lit for 30 seconds, or until the
Ignition Switch is turned to START or RUN.

Leaving The Car
When the Ignition Switch is turned to OFF, the

COMPONENT LOCATION

Interior Lights Timer is energized, and begins a 15
second countdown. The interior lights stay lit for 15
seconds.

With the Ignition Switch in RUN, if either door is
opened the interior lights are lit as long as the Door
Switch is closed.

TROUBLESHOOTING

COURTESY LIGHTS WON'T TURN ON WHEN
IGNITION IS SWITCHED OFF

— Check for voltage at Interior Light Timer in cir-
cuit 40 (orn wire).

— Turn Ignition Switch OFF and look for interrup-
tion of voltage at timer input in circuit 39 (pnk/
blk wire).

— Connect a wire from the timer ground terminal in
circuit 150 (blk wire) to ground, and observe the
Courtesy Lights.

— Replace the Interior Light Timer.

Figure
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Fig. 8A-34 — Circuit Fuse Locations

Fig. 8A-35 — Delay Timer Location
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Fig. BA-36 — Courtesy Light Switch (and Anti-Theft Switch) Installation




